
 
BIZOL Getriebeöl GL4 SAE 75W-80 это синтетическое трансмиссионное масло для применения в ручных коробках переключения передач, 
прежде  всего  с  гидравлическим  тормозом-замедлителем,  механических  несинхронизированных  коробках,  рулевых  управлениях  и  
дополнительных коробках передач.

Classifications and Specifications API GL4

DAF

MAN 341 Z3

MAN 341 E3

IVECO

Volvo 97305

ZF TE-ML 02D

Eaton Extended Drain (300.000km)

 
TECHNICAL DATA Characteristics ca. Measurement

Температура вспышки 228 °C

Вязкость при 100°C 9,2 мм2/с

Плотность при 15 °C 880  kg/m3   

Класс вязкости SAE 75W-80

Вязкость при 40°C 62 мм2/с

Индекс вязкости 127

Температура кипения -48 °C

Вязкость при -40°C <150.000 мПа с

Тест FZG A/8,3/90 Уровень нагрузки на сбой >12

 
AVAILABLE PACK SIZE, ARTICLE, LANGUAGES 20 l 21142

60 l 211423

200 l 21144

 
INSTRUCTIONS Follow the operation instruction of the vehicle and engine manufacturers.
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The statements made in this document are made according to our current knowledge. They do not absolve the user from conducting his or her own 
examinations. A legally binding assurance of certain properties or suitability for a specific use cannot be derived from our statements. Possibly existing laws 
and regulations concerning the handling and use of our products have to be observed personally by the user of our products.


