
 
Bizol  ATF  является  многофункциональной  гидравлической  жидкостью  для  механических  и  автоматических  коробок  передач,  для  
гидравлической системы автомобиля и для многочисленных областей применения в промышленности. Bizol ATF даже в тяжелейших 
условиях и при значительных колебаниях температуры гарантирует надежную работу гидравлических приводов.

Classifications and Specifications Dexron III G

Dexron II D/E

Allison C4

Caterpillar TO-2

 
TECHNICAL DATA Characteristics ca. Measurement

Температура вспышки 200 °C

Вязкость при 100°C 7,7 мм2/с

Плотность при 15 °C 855  kg/m3   

Вязкость при 40°C 36 мм2/с

Зольность сульфатная 0,10 г/100г

Индекс вязкости 191

Температура кипения -42 °C

Вязкость при -40°C <20.000 мПа с

Цвет braun

Устойчивость к сдвигу, Вязкость при 100°C после 30 
циклов

5,1 мм²/с

 
AVAILABLE PACK SIZE, ARTICLE, LANGUAGES 1 l 7110

5 l 7111

20 l 7112

60 l 7113

200 l 7114

 
INSTRUCTIONS Follow the operation instruction of the vehicle and engine manufacturers.
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The statements made in this document are made according to our current knowledge. They do not absolve the user from conducting his or her own 
examinations. A legally binding assurance of certain properties or suitability for a specific use cannot be derived from our statements. Possibly existing laws 
and regulations concerning the handling and use of our products have to be observed personally by the user of our products.


